
www.irf.com 9

IR WORLD HEADQUARTERS: 233 Kansas St., El Segundo, California 90245, USA Tel: (310) 252-7105
TAC Fax: (310) 252-7903

Visit us at www.irf.com for sales contact information.01/01

Data and specifications subject to change without notice.
 This product has been designed and qualified for the automotive [Q101] market.

Qualification Standards can be found on IR’s Web site.
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TO-220AB package is not recommended for Surface Mount Application.

For  GB Production
EXAMPLE: THIS  IS AN IRF1010 

LOT CODE 1789
ASSEMBLED ON WW 19, 1997
IN T HE ASSEMBLY LINE "C"

INTERNATIONAL
RECTIFIER

LOGO

LOT CODE

PART NUMBER

DATE CODE
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DIM MIN MAX MIN MAX

INCHESMILLIMETERS

A 0.1142 0.12202.90 3.10

B 0.0512 0.06691.30 1.70

C 0.0354 0.04330.90 1.10
D 0.0098 0.01970.25 0.50

G 0.0335 0.04130.85 1.05
H 0.0005 0.00400.013 0.100
J 0.0040 0.01020.10 0.26

K 0.0079 0.02360.20 0.60
L 0.0493 0.06101.25 1.55

M 0  10  0  10  

S 0.0985 0.11812.50 3.00
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